
Emergency Lighting Systems
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AURORA
Surface Mount Emergency Light

Cat. No.
(kg)(W) (K)

W
Color

Temperature

Power
Consumption
(emergency mode)

1.2
1.4
1.2
1.4

M220APLED2840-W
M220APLED2EPN840-W
M220ERLED2840-W
M220ERLED2EPN840-W

M220AP...

M220ER...

250
250
250
250

4000
4000
4000
4000

3
2

83
125

3
2

83
125

4065

(lm/W)(lm)

EfficacyLuminous Flux

LOOPING

M220AP

95

Ø7
(2x)

132

15
1

RAL
9003

(UPS) 



AURORA
Recessed Emergency Light

Cat. No.
(kg)(W) (K)

W
Color

Temperature

Power
Consumption
(emergency mode)

0.3
0.5
0.3
0.5

M219D3APLED2840-W
M219D3APLED2EPN840-W
M219D3ERLED2840-W
M219D3ERLED2EPN840-W

M219D3AP...

M219D3ER...

250
250
250
250

4000
4000
4000
4000

3
2

83
125

3
2

83
125

(lm/W)(lm)

EfficacyLuminous Flux

LOOPING
RAL
9003 IP65IP43

M219D3...LED2840-W

Ø80-85

m
ax

.3
0m

in
.1

10

Ø94

M219D3...LED2EPN840-W+ARD4-W 

Ø100-105

m
ax

.3
0m

in
.1

00

Ø122

M219D3...LED2840-W+ARD4-W 

Ø100-105

m
ax

.3
0m

in
.8

0

Ø122

*

M219D3...LED2EPN840-W

Ø80-85

m
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.3
0m
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.1

40

Ø94

*

(UPS) 

ARD4-W
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*
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LEADER
Modern LED Emergency/Exit Light

Cat. No.
(kg)(K)(W)

W
Color

Temperature BatteryConverter
Power

Consumption

1.1

1.3

1.1

1.3 

4000

4000

4000

4000

M217LEDPV-W

M217LEDPVEPN-W

M217LEDEX-W

M217LEDEXEPN-W

7
-
3

7

-
3

-

2.5AH - 3.6V

-

2.5AH - 3.6V

(Light Source)

(emergency mode)

(Light Source)

(emergency mode)

-

Non-maintained

-

Non-maintained

(M217...-S)  •

40



RA2-Bracket-WWBV-Bracket-WWBP-Bracket-W

60 x 355

m
in

.2
0

45

21
4

0
+5+5
0



LED

NiMH
Non-Maintained

< (L70)
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LED  •

Low Loss  •

 •
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EMiLUX
LED Office Emergency Light

Cat. No.
(kg)(W) (K)

W
Color

Temperature BatteryConverter
Power

Consumption

0.8

1.2

1.2

4000

4000

4000

M216LED2

M216LED2EPM3

M216LED2EPN3

7
7
3

-
3

800
800
300

-
300

114
114

-
-
-

-

4.5AH - 3.2V

4.5AH - 3.2V

(Light Source)

(emergency mode)

(Light Source)

(emergency mode)

-

Maintained

Non-maintained

40

(lm/W)(lm)

EfficacyLuminous Flux

LOOPING



EMiLUX
Flourescent Office Emergency Light

Cat. No.
(kg)(W)

WBatteryInverterLamp

0.8M21618 1x8 T5 G5 --

40

(lm)

Lamp holder

LOOPING



EM-PV1 BOARDRA-1BRACKET WB-1BRACKET

EM-LEFT STEM-RIGHT ST

EM-EXIT1 ST

350 x 170

75

196370m
in

.4
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+5 +5
0 0
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< (L70)

LED
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UV
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 •
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FANAL
LED Industrial Emergency Light

Cat. No.
(kg)(W) (K)

W
Color

Temperature BatteryConverter
Power

Consumption
(lm/W)(lm)

EfficacyLuminous Flux

65 LOOPING

370 150

10
5

280

0.8

1.2

1.2

MFLED2

MFLED2EPM3

MFLED2EPN3

4000

4000

4000

7
7
3

-
3

750 
750
300

-
300

107 
107

-
-
-

-

Maintained

Non-maintained

-

4.5AH - 3.2V

4.5AH - 3.2V

(Light Source)

(emergency mode)

(Light Source)

(emergency mode)



FANAL
Fluorescent Industrial Emergency Light

Cat. No.
(kg)(W)

WBatteryInverterLamp
(lm)

Lamp holder

65 LOOPING

370 150

10
5

280

1.0
1.5

MF18
MF28

1x8 T5
2x8 T5

G5
G5

-
-

-
-
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